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LIDSEEN OILERS 


DURABLE HEAVY STEEL—LEAK PROOF 
SECURELY WELDED—SOLDERLESS 


Sell on Merit—Satisfy Every User 
4 Distinctive Types—7 Sizes—? Spout Lengths 





















All steel—no solder 
on entire can. Extra 
large filler opening 
with quick - acting 
flanges. Clock spring 
insert prevents bot- 
Construction View tom from being 
of Series 1500 pushed in. 1/3 pt. 
Push Bottom Oiler to 1 pt. capacity, 


Series 1500—Push Bottom Oilers 













extremes in viscosity and temperature. Auto- 
- ' t. motive type have horizontal spouts. 2/3 pt. 
capacity. 18” or 23” to 1% qt. capacity. 
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Series 1700 No. 1354—Series 1300 Pump Oilers 
Popular sellers for rail- No mechanisms in can. Prime themselves thru 
spout lengths. “Automatic packing on operating stem.”’ 

| LIDSEEN POSITIVE FORCE FEED OILERS 
Series No. 1100 


Heavy drawn steel, welded construction. Non-clogging spout, 
large quickly operated flanged openings for ezsy filling, and 
sure grip handles. 1/3 pt. to 1% qt. capacity. 


GUSTAVE LIDSEEN, Inc. 


MANUFACTURER 
630-850 SOUTH CENTRAL AVE., CHICAGO, ILL. U. S$. A. 
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